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2000HP Inland Pushboat -
ID 872

PRODUCT DESCRIPTION

Built 1973
Net Tons: 112
Length / Width: 75' x 27'
Eye Level: 26'
Operating Draft: 9'6"
Main Engines: Cummins K38M Tier 2
Port engine: torn down to block and completely
remanned with a 1 yr warranty.
Stbd engine: 29278 hours
Reduction Gear: Twin Disc MG540 5.17:1
HP: 2000
Tail Shafts: 6.5"
Wheels: 64.25" x 63" kort nozzle
Generators: Port Cummins 4BT Hrs Port: 5789
Generators: Stbd John Deere 4045 Hrs: Stbd 4336
Deck Winches: Heavy duty electric over hydraulic
Approximate Fuel Burn: 65 GPH
Fuel Capacity: gallons 23,034
Lube Oil Capacity: gallons 390
Potable Water Capacity: gallons 11,291
Engine Room Alarm: USCG Fuel shutdown system
USCG fire detection system
Staterooms: 4
Berths: 7
Heads: 2 full + 2 half
Wheelhouse Equipment: Two VHF Radios
One radar
Searchlights 1 - 19" Perko 1 - Xenon 1000 watt
AIS System

Current COI
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COI: Original 4/10/2019 Annual 6/30/2020 9/29/2021
4/28/2022 6/12/2023
External COI: 12/29/2022 DD credit / ISE 1/16/2024
COI: 2nd Issue 4/10/2024 Annual 8/12/2024 3/10/2025
4/10/2026

External COI: DD credit / ISE

Categories: Pushboats
Engine Manufacturer/Brand Cummins
Engine Model KTA38 M1
HP 1000
Winch Manufacturer / Brand Nabrico
kW Rating 40
Ratio 6.2:1
Condition RTO
Additional Information This vessel is a live aboard
vessel New port Reduction Gear (Twin Disc 540 5.17:1)
installed in July 2019 Installed remanufactured Port ME
(Cummins K38M) August 2022 Install new strut bearings
May 2024 "Caubled Up Boys" overhauled Port ME,
Installed March 4, 2026 "Caubled up Boys" overhauling
Stbd ME 6-19-26
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