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Markey TD32 Winch -
REBUILT

PRODUCT DESCRIPTION

Winch Completely REBUILT!

Features:

(2) Heavy-Duty Wire Rope Drums

(1) Automatic Spooling Unit

Heavy-Duty Tow Bitts

(1) 15" Diameter Warping Head And Rope Guide

Manual & Air Operated Drum Brakes

Manual & Air Operated Drum Clutches

Net Weight (Without Wire & Diesel Engine): 51,750 Lbs.

Drum Dimensions & Capacities:

24" Barrel Diameter

45" Barrel Length

66" Flange Diameter

2,800 Ft. Of 2" Diameter Wire Rope

Winch Performance Summary:

First Gear: 127,000 Lb. Stall Line Pull To A Light-Line
Rating Of 46,670 Lb. Line Pull At Approximately 85 Ft.
Per Minute
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Second Gear: 63,500 Lb. Stall Line Pull To A Light-Line
Rating Of 23,335 Lb. Line Pull At Approximately 170 Ft.
Per Minute

Third Gear (Not Recommended): 31,750 Lb. Stall Line
Pull To A Light-Line Rating Of 11,668 Lb. Line Pull At
Approximately 340 Ft. Per Minute

Categories: Winches
Winch Manufacturer / Brand Markey
Number of Drums 2
Condition Rebuilt
Additional Information Winch Is Able To Be Inspected!
Winch Instruction Manual Is Available.
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