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Pair of Caterpillar C18
Diesel Generator Sets

PRODUCT DESCRIPTION
Pair of Caterpillar C18 Diesel Generator Sets

Unit 1 - Caterpillar C18 (60Hz)

Year of Manufacture: 2008

Capacity: 531 kVA / 425 kW

Frequency/Speed: 60 Hz @ 1800 RPM

Voltage: 440V (3-Phase)

Engine Power: 624 BHP (465 bkW)

Engine Serial No: CYG00555

Generator Serial No: 8HG02106

Compliance: IMO Compliant (Regulation 13 of Annex VI
of MARPOL 73/78)

Unit 2 - Caterpillar C18 (50Hz)

Year of Manufacture: 2011

Capacity: 562 kVA / 450 kW
Frequency/Speed: 50 Hz @ 1500 RPM
Voltage: 415V (3-Phase)

Engine Power: 660 BHP (492 bkW)
Engine Serial No: GPS00285
Generator Serial No: 5NJ01556

Both units are available for immediate inspection and
delivery, subject to prior sale.

Categories: Marine Generators
Engine Manufacturer/Brand CAT
Engine Model 3516 DI

HP 2200

RPM 1800
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Hours on Equipment Unknown
Generator Manufacturer/Brand Caterpillar

kW Rating 425/450
Voltage 440 volt
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